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PONTOON CLEANING INSTRUCTIONS

Regular cleaning and correct maintenance will prolong the lifespan of your PVC 

inflatable boat, ensuring optimal appearance and performance.

APPROVED CLEANING PRODUCTS

• Waxed soap (such as mild car shampoo – recommended)

• PVC-safe inflatable boat cleaner

• Fresh water

• Soft sponge or soft-bristle brush

• Microfibre drying cloth

• PVC-safe UV protectant (optional)

PROHIBITED CLEANING PRODUCTS

Do NOT use any of the following:

• Degreasing soaps

• Dishwashing liquid

• Household detergents

• Abrasive cleaners or powders

• Solvents (Acetone, MEK, Petrol, Thinners, Toluene)

Degreasing cleaners remove essential oils from PVC, causing drying, discolouration and 

premature material failure.

STEP-BY-STEP CLEANING PROCEDURE

1. Rinse the Boat

Rinse the entire boat with fresh, clean water after every use – especially after exposure to salt water or 

muddy conditions. Avoid using high-pressure washers on seams or valve areas.

2. Prepare Cleaning Solution

Mix waxed soap / car shampoo with fresh water in a bucket. This product cleans the PVC gently and leaves 

a protective wax layer on the surface.

3. Wash the Tubes and Hull

Using a soft sponge or soft-bristle brush:

a. Scrub all PVC tube surfaces.

b. Wash underneath the tubes and around handles, ropes and fittings.

c. Work in small sections to prevent soap from drying on the surface.

4. Rinse thoroughly

Rinse the boat with clean water to remove all soap residues.

5. Dry completely

Use a microfibre cloth to dry the boat thoroughly. Ensure that seams, stitching and fittings are dry before 

storage.

6. Apply UV Protectant (Optional)

Use only a PVC-safe UV protectant designed for inflatable boats. This helps reduce fading, cracking and 

long-term UV damage.

Do not use automotive dashboard sprays or silicone products.

RECOMMENDED CLEANING SCHEDULE

• After every outing: Rinse with fresh water.

• Every 3–5 outings: Full wash using waxed soap.

• Monthly: Apply PVC-safe UV protectant (if heavily exposed to sun).

• Before long-term storage: Clean thoroughly and ensure the boat is completely dry.

STORAGE REMINDER

Store in a cool, dry place, away from direct sunlight. Leave all seats open for proper ventilation.

FIBREGLASS CLEANING INSTRUCTIONS

Fibreglass components (hull, console, deck panels, nosecone etc.) require regular cleaning to prevent oxidation, 

salt damage and staining.

APPROVED CLEANING PRODUCTS

▪ Mild boat shampoo or car shampoo with wax

▪ Soft sponge or soft-bristle brush

▪ Fresh water

▪ Microfibre cloth

▪ Marine-grade fibreglass polish or wax (optional but recommended)

PROHIBITED PRODUCTS

▪ Degreasers

▪ Acid-based cleaners

▪ Abrasive powders

▪ Harsh solvents

▪ Steel wool or abrasive pads

STEP-BY-STEP FIBREGLASS CLEANING

1. Rinse thoroughly

Spray all fibreglass surfaces with fresh water to remove salt, sand and debris. Do not use high pressure 

directly on silicone joints or fittings.

2. Wash with Waxed Soap

Use car shampoo with wax or mild boat soap:

▪ Clean in circular motions.

▪ Work from top to bottom.

▪ Focus on areas around scuppers, splash wells and transoms where grime collects.

3. Rinse and Dry

Rinse all soap off with clean water. Dry with a soft cloth to prevent water spots.

4. Apply Fibreglass Wax (Optional)

Apply every 2–3 months or before long-term storage. A marine wax or fibreglass polish will:

▪ Restore gloss.

▪ Protect against UV light.

▪ Reduce future dirt build-up.

▪ Minimise oxidation.

GALVANISED TRAILER CLEANING INSTRUCTIONS

A galvanised trailer must be cleaned regularly to prevent rust, corrosion and premature wear. Salt water is the 

biggest threat, so maintenance is essential.

APPROVED CLEANING PRODUCTS

▪ Fresh water (lots of it)

▪ Waxed car shampoo

▪ Soft brush

▪ Light lubricant spray (e.g., Q20, WD40)

▪ Rubber-safe tyre cleaner (optional)

PROHIBITED PRODUCTS

▪  NO degreasers (they strip the protective zinc coating)

▪ High-acid cleaners

▪ Harsh solvents

STEP-BY-STEP TRAILER CLEANING

1. Rinse immediately After Use

After towing near or launching into salt water:

▪ Rinse the ENTIRE trailer with fresh water.

▪ Flush areas around wheel hubs, brakes, springs, axles, rollers and winch.

Do this after every outing.

2. Wash with Waxed Soap

Avoid using abrasive brushes on galvanised surfaces. Use car shampoo with wax to:

▪ Clean the frame.

▪ Wash fenders, rims, rollers and winch post.

▪ Remove salt and dirt build-up.

3. Rinse and Inspect

Early detection prevents costly repairs.

Rinse thoroughly and check for:

▪ Rust spots.

▪ Loose bolts.

▪ Cracked rollers.

▪ Worn winch straps.

4. Dry and Lubricate

After the trailer is dry:

▪ Spray a light lubricant on moving parts (winch gears, coupler, hinges).

▪ Do not spray lubricant on brakes or brake pads.

5. Tyre Care

▪ Wash tyres with mild soap.

▪ Check pressure regularly.

▪ Inspect for cracks or wear.
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STEP-BY-STEP CLEANING PROCEDURE

1. Rinse the Boat

Rinse the entire boat with fresh, clean water after every use – especially after exposure to salt water or 

muddy conditions. Avoid using high-pressure washers on seams or valve areas.

2. Prepare Cleaning Solution

Mix waxed soap / car shampoo with fresh water in a bucket. This product cleans the PVC gently and leaves 

a protective wax layer on the surface.

3. Wash the Tubes and Hull

Using a soft sponge or soft-bristle brush:

a. Scrub all PVC tube surfaces.

b. Wash underneath the tubes and around handles, ropes and fittings.

c. Work in small sections to prevent soap from drying on the surface.

4. Rinse thoroughly

Rinse the boat with clean water to remove all soap residues.

5. Dry completely

Use a microfibre cloth to dry the boat thoroughly. Ensure that seams, stitching and fittings are dry before 

storage.

6. Apply UV Protectant (Optional)

Use only a PVC-safe UV protectant designed for inflatable boats. This helps reduce fading, cracking and 

long-term UV damage.

Do not use automotive dashboard sprays or silicone products.

RECOMMENDED CLEANING SCHEDULE

• After every outing: Rinse with fresh water.

• Every 3–5 outings: Full wash using waxed soap.

• Monthly: Apply PVC-safe UV protectant (if heavily exposed to sun).

• Before long-term storage: Clean thoroughly and ensure the boat is completely dry.

STORAGE REMINDER

Store in a cool, dry place, away from direct sunlight. Leave all seats open for proper ventilation.

FIBREGLASS CLEANING INSTRUCTIONS

Fibreglass components (hull, console, deck panels, nosecone etc.) require regular cleaning to prevent oxidation, 

salt damage and staining.

APPROVED CLEANING PRODUCTS

▪ Mild boat shampoo or car shampoo with wax

▪ Soft sponge or soft-bristle brush

▪ Fresh water

▪ Microfibre cloth

▪ Marine-grade fibreglass polish or wax (optional but recommended)

PROHIBITED PRODUCTS

▪ Degreasers

▪ Acid-based cleaners

▪ Abrasive powders

▪ Harsh solvents

▪ Steel wool or abrasive pads

STEP-BY-STEP FIBREGLASS CLEANING

1. Rinse thoroughly

Spray all fibreglass surfaces with fresh water to remove salt, sand and debris. Do not use high pressure 

directly on silicone joints or fittings.

2. Wash with Waxed Soap

Use car shampoo with wax or mild boat soap:

▪ Clean in circular motions.

▪ Work from top to bottom.

▪ Focus on areas around scuppers, splash wells and transoms where grime collects.

3. Rinse and Dry

Rinse all soap off with clean water. Dry with a soft cloth to prevent water spots.

4. Apply Fibreglass Wax (Optional)

Apply every 2–3 months or before long-term storage. A marine wax or fibreglass polish will:

▪ Restore gloss.

▪ Protect against UV light.

▪ Reduce future dirt build-up.

▪ Minimise oxidation.

GALVANISED TRAILER CLEANING INSTRUCTIONS

A galvanised trailer must be cleaned regularly to prevent rust, corrosion and premature wear. Salt water is the 

biggest threat, so maintenance is essential.

APPROVED CLEANING PRODUCTS

▪ Fresh water (lots of it)

▪ Waxed car shampoo

▪ Soft brush

▪ Light lubricant spray (e.g., Q20, WD40)

▪ Rubber-safe tyre cleaner (optional)

PROHIBITED PRODUCTS

▪  NO degreasers (they strip the protective zinc coating)

▪ High-acid cleaners

▪ Harsh solvents

STEP-BY-STEP TRAILER CLEANING

1. Rinse immediately After Use

After towing near or launching into salt water:

▪ Rinse the ENTIRE trailer with fresh water.

▪ Flush areas around wheel hubs, brakes, springs, axles, rollers and winch.

Do this after every outing.

2. Wash with Waxed Soap

Avoid using abrasive brushes on galvanised surfaces. Use car shampoo with wax to:

▪ Clean the frame.

▪ Wash fenders, rims, rollers and winch post.

▪ Remove salt and dirt build-up.

3. Rinse and Inspect

Early detection prevents costly repairs.

Rinse thoroughly and check for:

▪ Rust spots.

▪ Loose bolts.

▪ Cracked rollers.

▪ Worn winch straps.

4. Dry and Lubricate

After the trailer is dry:

▪ Spray a light lubricant on moving parts (winch gears, coupler, hinges).

▪ Do not spray lubricant on brakes or brake pads.

5. Tyre Care

▪ Wash tyres with mild soap.

▪ Check pressure regularly.

▪ Inspect for cracks or wear.
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FIBREGLASS CLEANING INSTRUCTIONS

Fibreglass components (hull, console, deck panels, nosecone etc.) require regular cleaning to prevent oxidation, 

salt damage and staining.

APPROVED CLEANING PRODUCTS

▪ Mild boat shampoo or car shampoo with wax

▪ Soft sponge or soft-bristle brush

▪ Fresh water

▪ Microfibre cloth

▪ Marine-grade fibreglass polish or wax (optional but recommended)

PROHIBITED PRODUCTS

▪ Degreasers

▪ Acid-based cleaners

▪ Abrasive powders

▪ Harsh solvents

▪ Steel wool or abrasive pads

STEP-BY-STEP FIBREGLASS CLEANING

1. Rinse thoroughly

Spray all fibreglass surfaces with fresh water to remove salt, sand and debris. Do not use high pressure 

directly on silicone joints or fittings.

2. Wash with Waxed Soap

Use car shampoo with wax or mild boat soap:

▪ Clean in circular motions.

▪ Work from top to bottom.

▪ Focus on areas around scuppers, splash wells and transoms where grime collects.

3. Rinse and Dry

Rinse all soap off with clean water. Dry with a soft cloth to prevent water spots.

4. Apply Fibreglass Wax (Optional)

Apply every 2–3 months or before long-term storage. A marine wax or fibreglass polish will:

▪ Restore gloss.

▪ Protect against UV light.

▪ Reduce future dirt build-up.

▪ Minimise oxidation.

GALVANISED TRAILER CLEANING INSTRUCTIONS

A galvanised trailer must be cleaned regularly to prevent rust, corrosion and premature wear. Salt water is the 

biggest threat, so maintenance is essential.

APPROVED CLEANING PRODUCTS

▪ Fresh water (lots of it)

▪ Waxed car shampoo

▪ Soft brush

▪ Light lubricant spray (e.g., Q20, WD40)

▪ Rubber-safe tyre cleaner (optional)

PROHIBITED PRODUCTS

▪  NO degreasers (they strip the protective zinc coating)

▪ High-acid cleaners

▪ Harsh solvents

STEP-BY-STEP TRAILER CLEANING

1. Rinse immediately After Use

After towing near or launching into salt water:

▪ Rinse the ENTIRE trailer with fresh water.

▪ Flush areas around wheel hubs, brakes, springs, axles, rollers and winch.

Do this after every outing.

2. Wash with Waxed Soap

Avoid using abrasive brushes on galvanised surfaces. Use car shampoo with wax to:

▪ Clean the frame.

▪ Wash fenders, rims, rollers and winch post.

▪ Remove salt and dirt build-up.

3. Rinse and Inspect

Early detection prevents costly repairs.

Rinse thoroughly and check for:

▪ Rust spots.

▪ Loose bolts.

▪ Cracked rollers.

▪ Worn winch straps.

4. Dry and Lubricate

After the trailer is dry:

▪ Spray a light lubricant on moving parts (winch gears, coupler, hinges).

▪ Do not spray lubricant on brakes or brake pads.

5. Tyre Care

▪ Wash tyres with mild soap.

▪ Check pressure regularly.

▪ Inspect for cracks or wear.
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4. Apply Fibreglass Wax (Optional)

Apply every 2–3 months or before long-term storage. A marine wax or fibreglass polish will:

▪ Restore gloss.

▪ Protect against UV light.

▪ Reduce future dirt build-up.

▪ Minimise oxidation.

GALVANISED TRAILER CLEANING INSTRUCTIONS

A galvanised trailer must be cleaned regularly to prevent rust, corrosion and premature wear. Salt water is the 

biggest threat, so maintenance is essential.

APPROVED CLEANING PRODUCTS

▪ Fresh water (lots of it)

▪ Waxed car shampoo

▪ Soft brush

▪ Light lubricant spray (e.g., Q20, WD40)

▪ Rubber-safe tyre cleaner (optional)

PROHIBITED PRODUCTS

▪  NO degreasers (they strip the protective zinc coating)

▪ High-acid cleaners

▪ Harsh solvents

STEP-BY-STEP TRAILER CLEANING

1. Rinse immediately After Use

After towing near or launching into salt water:

▪ Rinse the ENTIRE trailer with fresh water.

▪ Flush areas around wheel hubs, brakes, springs, axles, rollers and winch.

Do this after every outing.

2. Wash with Waxed Soap

Avoid using abrasive brushes on galvanised surfaces. Use car shampoo with wax to:

▪ Clean the frame.

▪ Wash fenders, rims, rollers and winch post.

▪ Remove salt and dirt build-up.

3. Rinse and Inspect

Early detection prevents costly repairs.

Rinse thoroughly and check for:

▪ Rust spots.

▪ Loose bolts.

▪ Cracked rollers.

▪ Worn winch straps.

4. Dry and Lubricate

After the trailer is dry:

▪ Spray a light lubricant on moving parts (winch gears, coupler, hinges).

▪ Do not spray lubricant on brakes or brake pads.

5. Tyre Care

▪ Wash tyres with mild soap.

▪ Check pressure regularly.

▪ Inspect for cracks or wear.
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Do this after every outing.

M
a

n
ua

l
CLEANING INSTRUCTIONS
PONTOON, FIBREGLASS & TRAILER

2. Wash with Waxed Soap

Avoid using abrasive brushes on galvanised surfaces. Use car shampoo with wax to:

▪ Clean the frame.

▪ Wash fenders, rims, rollers and winch post.

▪ Remove salt and dirt build-up.

3. Rinse and Inspect

Early detection prevents costly repairs.

Rinse thoroughly and check for:

▪ Rust spots.

▪ Loose bolts.

▪ Cracked rollers.

▪ Worn winch straps.

4. Dry and Lubricate

After the trailer is dry:

▪ Spray a light lubricant on moving parts (winch gears, coupler, hinges).

▪ Do not spray lubricant on brakes or brake pads.

5. Tyre Care

▪ Wash tyres with mild soap.

▪ Check pressure regularly.

▪ Inspect for cracks or wear.

SERVICE & REPAIRS
Please contact us if you require servicing for your boat or trailer, need repairs, or would like advice.

24 Russel Street, Industrial, Swellendam 6740, Western Cape, South Africa

+27 28 514 1589    info@infantaboats.com    www.infantaboats.com

https://www.infantaboats.com/contact-us/
https://www.infantaboats.com/
mailto:info@infantaboats.com
tel:+27285141589

